


360 Series Globe Control Valves

570 Series Rotary Control Valves

390 Series High Pressure Globe Control Valves

The Model 360 Series Control Valves are cage or top guided, single port, globe style valves 
with bolted bonnets.  Four configurations are available to meet most process applications 
and can be used for throttling or on/off service.  NACE construction is available.  Bodies 
are available in WCC and LCC Carbon Steel, 316 and 316L Stainless Steel, Duplex Stainless, 
and other materials, along with a wide variety of trim materials.

The Model 390 Series High Pressure Control Valves are cage or top guided, single port, 
globe style valves with bolted bonnets.  Three configurations are available to meet most 
process applications.  NACE construction is available.  Bodies are available in WCC and LCC 
Carbon Steel, 316 and 316L Stainless Steel, Duplex Stainless, and other materials, along 
with a wide variety of trim materials.

FEATURES:
Model 360

•  Cage Guided, Balanced Plug, CLass IV, V, 
   VI Shutoff

Model 361
•  Cage Guided, Balanced Plug, CLass II, III Shutoff.
   Typically for High Temperature

Model 362
•  Cage Guided, Unbalanced Plug, Numerous 
   Port Sizes

Model 363
•  Top Guided, Unbalanced Plug, Wide Variety of 
   Trim Types, Class II-VI Shutoff, Max 3” Size

FEATURES:
Model 390

•  Cage Guided, Balanced Plug, Class IV, V Shutoff

Model 391
•  Cage Guided, Balanced Plug, Class II, III Shutoff.  
   Typically for High Temperature

Model 392
•  Cage Guided, Unbalanced Plug, Numerous Port 
   Sizes 

Available Body Sizes

Available End Connections

Body Ratings

ANSI  C lass  150#,  300#,  600#

Raised Face (RF)  or  R ing Jo in t  (RTJ)  
F langes  NPT through 2”

½”,  ¾”,  1”,  1  ½”,  2”,  3”,  4”,  6”,  8”

Available Body Sizes

Available End Connections

Body Ratings

ANSI  C lass  900#,  1500#

Raised Face (RF)  or  R ing Jo in t  (RTJ)  
F langes

2”,  3”,  4”,  6”

The Model  570 Series are Segmented Ball Control Valves suitable for high 
flow, high rangeability applications and either throttling or on/off control.   
The straight-through unrestricted flow path provides higher capacity than 
globe valves.  One wafer and two flanged configurations are available to meet 
most process applications.  NACE construction is available.  Bodies are 
available in WCC and LCC Carbon Steel, 317 (CG8M) Stainless Steel.  Standard 
Class VI shutoff.

FEATURES:
Model 570

•  Wafer style, mates with ANSI 150#, 
   300#, 600# RF flanges

Model 571
•  Integral ANSI Class 150 RF flanges 

Model 573

Splined Shaft for Accurate Control
Maximum Shutoff Differential 750 psig

•  Integral ANSI Class 300 RF flanges

Available Body Sizes

•  Mode l  570 –  2”,  3”,  4”,  6”,  8”
•  Mode l  571 –  2”,  3”,  4”,  6”,  8”,  10”,  12”
•  Mode l  573 –  2”,  3”,  4”,  6”,  8”,  10”,  12”



660 Series Rotary Control Valves

DF Series Globe Control Valves

The Model 660 Series are Butterfly Control Valves suitable for a wide variety of general 
service applications and either throttling or on/off control.  The butterfly design 
provides high capacity with the straight-through design.  Both wafer and lugged 
bodies are available in Carbon and Stainless steels and other materials.  Standard 
Class VI shutoff.

The DF Series Control Valves are heavy duty, top guided, single port, globe style valves 
that can be used for throttling or on/off service.   Five configurations are available to meet 
a wide variety of applications, especially in the Oil & Gas industry.  NACE construction is 
standard.  Bodies are available in LCC Carbon Steel, 316 (CF8M) Stainless Steel, along with 
a wide variety of trim materials.

FEATURES:
Splined Shaft for Accurate Control

FEATURES:
Model DF100

•  Quick Opening Characteristic, 3/8” Travel, 
   Class 150-900, Size 1”

Model DF233
•  Quick Opening Characteristic, 3/8” Travel, 
   Class 150-1500, Size 1”, 2”

Model DF269
•  Equal Percent Characteristic, ¾” Travel, 
   Class 150-1500, Size 1”, 2”

Model DF2410
•  Equal Percent Characteristic, ¾” Travel, 
   Class 150-1500, Size 2”

Model DF2000
•  Equal Percent Characteristic, ¾” Travel, 
   Class 150-2500, Size 1”, 2”

Available Body Sizes

Pressure Classes

ANSI  C lass  150#,  300#,  600#

2”  –  48”

Available End Connections

Wide Variety of Port Sizes

Angle and Tee Bodies Available

NPT,  Ra ised Face (RF)  or  R ing Jo in t  (RTJ)  
F langes  for  A l l  Mode ls



Dyna-Flo replacement parts are available for all Dyna-Flo products and for many similar products 
from other manufacturers.  Dyna-Flo can also recondition or reproduce outdated or rare parts for 
various makes and models of control valves.  Parts are available in a wide variety of alloys and with 
special coatings.

We stock a large range of commonly used parts for same-day shipment.  

• Low Pressure Diaphragm

•  Fail-Safe Spring

•  Splined Connection

•  Offers broad range of torque output

•  Compatible with a wide variety of
   Instrumentation when combined with a
   Model 570 control valve


